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Using this manual

Thank you for purchasing this M3 SMARTSs. This device will provide you with high
guality data capture and mobile communication at industrial level of ruggedness.

This user manual has been specially designed to guide you through the basic
functions and features of M3 SMART series.

Read me first

Please read all safety precautions and this manual carefully before using your
device to ensure safe and proper use.

This user manual is written based on current state of the device and the
detail of this manual are subject to change without prior notice.

The description on this manual is based on the default setting of the device.
Images and screenshots are taken using current version of software.

This user manual assumes the device is fully optioned. For the available
options with your device, please contact your local distributor or visit our
homepage at http://www.m3mobile.net

M3 Mobile is not liable for performance issues caused by third-party
applications.

M3 Mobile is not liable for performance issues or incompatibilities caused by
user mistakes.

M3 Mobile is not liable for copyright/patent infringement by the user.

M3 Mobile may request part of or entire application developed by third-party
company to improve the overall product performance.

Newer version of operating system (OS) than your current OS may have
been released after your purchase. For the latest OS version information,
please contact your local distributor.

This user manual may contain technical and/or editing error.
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Copyright
Copyright © 2012 M3 Mobile Co., Ltd.

This user manual is protected under international copyright laws.
Any part of this document cannot be copied, reproduces, modified or translated to
other languages without prior written consent of M3 Mobile.

Trademarks

® M3 Mobile and the M3 logo is registered trademark of M3 Mobile Co., Ltd.
® M3 SMART is a registered trademark of M3 Mobile.

® Microsoft logo, Windows logo, MS Office, ActiveSync and Windows Mobile
Device Center are registered trademarks of Microsoft Corporation.

® Bluetooth® is a registered trademark of the Bluetooth SIG, Inc.

® Summit and SCU are trademarks of Summit data communication.

Instructional icons

Before you start, familiarize yourself with the below icons to help with the manual.

Warning — situations that could cause injury to yourself or others.

Caution — situations that could cause damage to your device or other
equipment.

§ e P

Note — useful tips or additional information.
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Revision History

Version 2.0 Release date: January, 2012
® New form applied.

® Added new categories
: Program development requirement.
: Brief application description

Version 1.0 Release date: August, 2010

® |nitial release
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1. Getting Started

1.1 Product package

1.1.1 Device and Peripherals

Check M3 SMART package contains below items:

4

N

~

J

(

~

<Battery>
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If there is any missing part or damaged item, please contact your supplier
immediately. (There will only be one PDA with in Package)
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<Stylus Pen>
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M3 SMART
Quick Mai
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<Quick Manual>
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<Ear-mic phone>

Use of controls or adjustments or performance of proceadures other than
those specified herein may result in hazardous radiation exposure.



1.2 Battery

1.2.1 How to Use
Inserting battery
® Insert the battery to the battery pack position.

® Slide the battery lock to the left to lock the battery pack.

@ M3 SMART uses Li-ion 3.7V, 2,200mAh battery.

® Using unauthorized battery may cause explosion or serious damage
of the device.
& ® Risk of explosion if battery is replaced by an incorrect type. Dispose

of used batteries according to the instructions.
® Check the battery is placed in the correct direction.

Removing battery
® Slide the battery lock to the right to unlock the battery pack.

® Then lift up the battery to remove from the battery position.

Getting Started



1. Battery contact pin may bend or damaged not pull out properly.

@ 2. Program error may be occurred when removing battery while any
program is running. Please make sure the running program is closed
before

The back-up battery would work when the battery has removed so the device goes
to sleep mode.

@ M3 SMART can be used for maximum 11 hours with fully charged
battery. It can be different depending on users’ working environment.

1.2.2 How to charge

If the exclamation mark shows up next to the battery icon, please charge the battery
otherwise the device will be turned off.

[ Wedal iy a0
@ sunday, August 21, 2011

Charging the battery
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® Plug in AC adaptor plug to wall jack and DC jack to power connector of
cradle.

® Insert PDA to device slot to start charging the PDA. Make sure that the

device is connected to the cradle correctly.
& Please use authentic adaptor that M3 Mobile provides only.
If needed to use 110V, please purchase additional adaptor for use

@ Please use authentic cradle that M3 Mobile provides only, there might be
a malfunction and/or failure of device.

If PDA is in right position, charging LED will indicate red and it will start charging the
battery. It will change to green when the battery is fully charged.

There is another way of charging the battery by supplying power directly to the
device.

* Plug in the 24 pin connector to the device.

Getting Started



If the charging LED is not turned on, please re-insert the device to the cradle.

LED Color Description
Red The battery is charging.
Green The battery is fully charged.

& Do not exposure the battery to excessive temperature.
Acceptable user temperature range is -20°C (-4°F)~60°C (140°F)

It will take approximately 4 hours to fully charge from deplete state using the
supplied charging cradle.

Charging spare battery

Position the spare battery to battery pack of the cradle as indicated in the following
figure.

Charging LED on the cradle indicates the charging status.

Getting Started



Remove the spare battery from the charging slot when charging is done.

Battery attached to the PDA will be charged first than the spare battery on the cradle,
when two batteries are being charged at the same time.

® M3 Mobile recommends replacing the battery if the battery is being

@ used for 2 years.
[

Battery capacity decrease when charging and discharging Is
repeated.

Battery information can be checked in Start->Settings->System->Power.

E @ o Y 4T 205

Advanced < Battery > Advanced

Main battery: Lilon
Battery power remaining:

Smart battery used in M3 SMART enables user to check the charging status while
charging.

1.3 Power on & off

1.3.1 Power on

To turn on the device, attach fully charged main battery and press the power button
briefly.

@ Empty or low level of the back-up battery may cause starting problem. If
this happens press and hold the reset button for 5 seconds.

Getting Started



1.3.2 Power off

Press and hold the power button for more than 5 seconds to turn off the device.

1.3.3 Sleep mode

Device will automatically enter ‘Sleep mode’ to save battery if there is no constant
usage.

By default, backlight is turned off after 30 seconds of null state and will enter sleep
mode if the device is not used for 1 minute on battery power.

The time can be set from Start->Settings->System->Backlight for backlight off
time and Start->Settings>Power for sleep mode.

causes Wi-Fi to disconnect from the current AP. However, on resume, Wi-

@ In sleep mode, all modules except phone module are powered off which
Fi is automatically re-connected to the AP normally within 10 seconds.

1.4 Memory card

1.4.1 Inserting memory card

M3 SMART uses MicroSD external memory card. The external memory slot is
located at the top side of the device as indicated in the following image:

Getting Started



To insert MicroSD, first remove the battery and place MicroSD memory card in the
slot and lock the slot cover.

® M3 SMART with Windows Mobile 6.5 operating system supports up
@ to 32GB of external memory.

® Only use 2GB or less for OS update.

1.4.2 Data check

Stored data can be checked in Start=>File Explorer->Storage Card.

For OS update using MicroSD, please refer to section 4.2.1 OS update via SD card.

Getting Started



1.5 SIM card

1.5.1 Inserting SIM card

If the device is optioned with 3G network, SIM card slot is located under the battery
socket.

The SIM must be authorized by the local network provider for voice or data
communication over the wireless network.

To insert the SIM card, remove the battery and slide in the SIM card to the proper
position.

Please refer to section 3.5 Phone for more information on how to use the phone.

Getting Started



2. Basic usage

2.1 Features

Device layout

< 1D Scanner >

— 8

w»

@l@x@x@x@

Barcode Scan Window

— Scanner Button —— Charging LED
— Scanner LED

Scanner Button

LCD Touch Screen

Camera Button

< 2D Imager >

Volume Keys

Battery Lock

Reset Button

Battery

2EEEn
g---%

1 -ﬁ
=g

Keypad

Charging &
USB/serial Port

POGO Pin

@00000000000E

\ J

\m/ -

Basic usage




2.2 Keypad

2.2.1 Buttons

M3 SMART has Alpha-Numeric keypad.

Alpha-Numeric keypad layout

Function

Soft 1
Send

Lock

Backlight
toggle

Power

SCAN

T

F2 F3 F4

-
(0

A@@ﬂm
E L]
]

) (( )) (€ )) (€ )

&
=

Soft 2
End
E-Mail

—_——

Back Space

LR
E[EEE

S [E
]

[
I

Z
c
3
o
@
=
w

Button

Description

Power

Numbers

Backlight toggle

Send & End

Soft 1&2

Navigation Keys

Scan Button

Long press: Turns on/off the device.
Short press: Enters Sleep/Wake up Mode.

Inputs umbers and characters.
To use Yellow key, you can input small and capital letters.

Short press : Reduces the backlight level to 5% and/or turns on
the backlight
Long press : Turns off the backlight completely

Display phone keypad or call the phone..
Application can be run if it is a non-phone version.

Use specific command or menu.
Move to up/right/down/left.

Ready to scan the barcode when ‘ScanEmul’ or demo application
IS running.

Basic usage



E-mail Run e-mail program which allows users to write or read e-mail.

Lock Lock device, so the keys won't activate the device.

2.3 Screen

When you turn on the device, you will see a screen as the following image. The
screen is divided into 4 sections.

ol R S ™ZZY S Status bar
Monday, August 08, 200 NNNNENEGEGE

Phone oll
E3 : Off . !

Getting Started
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. => Task bar
f?‘._.i:] I'EJ-_'-r_ufiu:... ' F-‘_l:ll":r.!r:'_t';'r ] = Menu bar
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2.3.1Status bar

Status bar indicates the status of the device and ‘Start’ menu.

Icon Name Description
m Start menu Expands the Start menu.
ij/|a / Input mode Number > Lowercase letter > Uppercase letter

E/ Battery status Charging or left power amount
/00 vellow mode Status yellow mode

Basic usage



D/./' Blue mode

R
il Ve

Connectivity

Phone status

m/m/ (7] Volume status

Status blue mode
Display data connectivity (Sync)
Displays signal strength

Indicates volume or vibration mode

2.3.2

Today screen

There are program icons which can be added and/or deleted in home screen.

Icon Name Description
D Date / Time Show the current date and time
Wireless Show the control panel for Bluetooth and phone

BEOD O R A B

Information

Quick Guide

Owner information

Messaging

Task Information
Calendar
Live search

Lock Screen

function.

Show user manual that Microsoft supplies with
Os.

Show and set owner’s information.

Show the text messages, e-mail through

outlook.

Show the tasks assigned.
Show Calendar

Quick search bar

Lock screen.

2.3.3Task bar

Task bar is controlled by third-party applications.

Basic usage



Icon Name Description

E/m WLAN on / off Used to turn on / off WLAN
n/m WLAN status Indicates WLAN status
E/ﬂ Bluetooth Indicated Bluetooth status.

If you run ScanEmul( ), corresponding icon will appear on the task bar.

2.4 Data input

2.4.1 Stylus pen
Select and execute Click on the target icon with stylus pen.
Selecting multiple items Drag over the items with stylus pen.

Menu popup Long press on the LCD
Refresh |

Show All Files

New Folder

2.4.2 Keyboard

Physical keys Press the keypads on the device.

Soft input panel (SIP) Click on keyboard icon at the menu bar (.

Basic usage
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MNew BE - Menu
Transcriber Hand writing recognition.

To enable transcriber, click on the up arrow when SIP is shown. When an SIP menu
pops up select Transcriber. ‘Transcriber Intro’ window will be show up and click
‘Don’t show this’, if this information is no longer needed.

Notes
MM3IMOBILE

@ 2 VA= 1038

* Keyboard

—
Transcriber

Transcriber Intr @ ",'.," Y fx @& 10:38

Transcriber Intro

Transcriber reliably recognizes handwriting
in canaiee, printand mi styles
as well as numbers and symbols 32-4+74=

= Write anywhere on the screen

= Write legibly

Quick Gestures

D Don't show this

MaMOBILE

S
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MEMOBILE
13 SMAR|

dfﬁ“|spcq_l<——» -
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MEMOBILE
M3 SMART |
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L/

To turn off transcriber, simply select back to Keyboard from SIP menu.
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2.5 Reset

2.5.1 Soft reset

When an unexpected error occurs while using the device, SOFT RESET allows your
device to restart, similar to rebooting a computer. It will adjust memory allocation -

all records and entries are retained after soft reset but unsaved data or files will be
lost.

® Press the RESET BUTTON briefly.

2.5.2 Clean boot

When an unexpected error cannot be solved with SOFT RESET, perform CLEAN
BOOT to restart the system. It will erase all data stored in the device except data
stored in Flash Disk and return to its default settings.

Follow below steps to CLEAN BOOT. (+ Reset Button)
® Turn off the device by pressing the power button more than 10 seconds.
® Press and hold Space button then press the reset button.
® ‘Clean Boot’ will be automatically performed.

® Device will be initialized after clean boot that is, clean boot deletes
everything except data stored in Flash Disk.

Basic usage



2.6 Sync with PC

Sync is simplified form of Synchronization, which is enables files transfer or back-up
data between PC and the device.

To synchronize the device with PC, one of the following sync programs must be
installed on the PC. Please download appropriate program depending on the
operating system of the PC

Sync program download
Windows Mobile Device Center (Windows Vista or later): Download

ActiveSync (Windows XP): Download

2.6.1How to sync

To sync, please follow the steps described below.
1. Download and install WMDC (or ActiveSync) on PC.
2. Connect the cradle to PC using supplied USB cable.
3. Supply AC power to the cradle.
4. Turn on the device and place it on the cradle.

After step 4, your PC will automatically detect M3 SMART and install Pocket_PC driver.
Once the driver installation is done successfully, you should be able to transfer files
or back up files on the device.

& Mobile -

- 4 .
L Setup your device
B it p yo

et Oublook contacts, calenchar, e-mail and other
Information on your device.

“o  When you see a window similar to this, it
means your device is connected to the

PC correctly.

?_'_ik Connect without setting up your device

Basic usage


http://www.microsoft.com/windowsphone/en-us/howto/wp6/sync/installing-wmdc.aspx
http://www.microsoft.com/download/en/details.aspx?id=15

@ If Cradle and PC is connected with USB cable before install ActiveSync,
PC may not recognize Equijpment.

For features of WMDC or ActiveSync, please visit Microsoft homepage for more
details.

If ActiveSync does not work please check followings.
® (Check USB cable is connected to cradle and PC properly.
® (Check PDA and its LCD are turned on

@ ® Check if [Allow USB connection with this desktop computer]
Is checked from ActiveSync program menu-=2>File>Connecting
Option

After checking all those above, try ActiveSync again or try Soft/Hard
reset and ActiveSync.

Basic usage



3. Application usage

3.1 Bluetooth

3.1.1 Bluetooth configuration
Turning on

Click on Bluetooth icon on task bar (E) and choose ‘Enable Bluetooth’ to turn
on the Bluetooth module. Once the Bluetooth is on, the task bar icon will change to

B to indicate it is enabled.

@ T E 12029
c Saturday, January D1, Zl]_

) Device unlacker
——
le Bluetooth

Show BTExplorer =

To turn it off, simply disable the Bluetooth after click on E icon from task bar.

M3 SMART can use two different Bluetooth stacks:
1. StoneStreetOne (default)

2. Microsoft
@ Bluetooth stack can be changed from
Start>Settings2>System2>BT Select
The device must go through power cycle after stack change.

3.1.2 Getting connected
Set Bluetooth Connection

Bluetooth connections can be configured using BTExplorer. To launch BTExplorer,

click on Bluetooth icon on task bar (E) and choose 'Show BTExplorer'.

Application usage



@ AL 1230

Saturday, January D1, 2-

L

i)

o ]
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B ne

g appointrments

B
>
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B

Disable Bluetooth

e ——
Show BTE=plore k =

T
e — e

’ﬁ
T —
New Connection

About...

Active Connections

Trusted Devices

) @) (very) 1)()

BTExplorer

Favorites

@ DAL E 1230

Connection' to begin,

@ (Menu ) Q
oV N Y

A% BTExplorer

New Connection Wizard

Welcome to the Mew
Connection Wizard!

click 'Mext' to begin,

Please select an action
from the list below and

To make a new Bluetooth connection, follow steps below.

1. Click Menu = New Connection to search for connectable devices.
@& Yt &

Search for Bluetooth devices and discover
the services they provide,

4 Back | ¥ Cancel | Next =

Choose the service willing to be connected and click ‘Next’ to go to next step.

A% BTExplorer

e Yt &
Select Remote Device

GBAII Devices Large Icons -

A% BTExplorer
Select Remote Device

9 All Devices «

O Vet @@

Large Icons -

Discovering Devices

JIMETM-PC
1 TR

| Cancel |
Flease war.,

Searching for Blustooth devices,

Select a Bluetooth dewice and click. MNext',
The list can be Filtered using the taolbar,
Clicking and holding arywhere in the list
shows additional capabilities,

4 Back | ¥ Cancel | Next s

4= Back | ¥ Cancel | Next s

Choose on device willing to be connected, and click ‘Next’ to proceed.

When ‘PIN Code Request’ pops up, enter pin code which is identical with
paired device, and follow the dialog to finish Bluetooth pairing.

Application usage



3.2 Camera

3.2.1 Camera basics

M3 Mobile provides its own camera application for 3.2 MP AF camera with enhanced
features.

@ Camera Is an optional module

How to launch

M3 camera application is located at \Flash Disk\Camera folder. To launch, click on
Camera.exe in the folder.

File Explorer @ q'.'n. )= & 12:01 Camera L q'.'n. ¥ fx @ 12202

nl:amera o Name |

T —
EEkCamera 1/1/11 162K

Capture

Prewview Stop
Flash &n Yideo Mode
200M 1.0x [] #ukoFocus

Up
. P A o h

While the camera application is running, click on Capture button or press ‘C’ button
(right-up side key) to capture the image. You should be able to check the result
straight after the capture. Captured image is saved in the same folder (default path)
as the camera application.

For detailed description of camera application, please refer to Application Manual.
Application Manual Download

& It may cause significant damage to your eyes if you directly look the
flash attached at camera module.

Application usage


http://support.m3mobile.co.kr/

3.3 GPS

M3 SMART provides Global Positioning System (GPS) and its test application.

3.3.1 GPS basics

The GPS application is located at \Flash Disk\GPS folder. The application provides
general positioning information, signal strength and satellite information as well as
the GPS start options.

@ AL G 83
comz: [v] ['eose | [Hot_ ] [version
RGP
Log File
[ tea hmnv

o G

[] static
rGP3 Information
GPS Status ‘Waiting. ..
Time -6:36:33 000000000000
Latitude 50,00 D
Longitude W 0, 0, 0 o0 o0 000 o000 00
Altitude 0,000 m SNR
Velocity  0.00km [1D : SHR]
Heading 0.00
Satellite 0f0

Main | Signal | Sakellite Main  Signal | Sateliice Main | Signal = Satelice

Hot Start: Start mode of the GPS receiver when current position, clock offset,
approximate GPS time, and current ephemeris data are all available.

Warm Start: Start mode of the GPS receiver when current position, clock offset,
and approximate GPS time are input by the user. Ephemeris data is not available.

Cold Start: A condition in which the GPS receiver can arrive at a navigation solution
without initial position, time, and current Ephemeris.

1. GPS is an optional moadule.
@ 2. Assisted GPS (AGPS) is only available with UBLOX GPS module.
Please click on version to check your GPS module.

For detailed description of GPS application, please refer to Application Manual.
Application Manual Download

Application usage
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3.4 Phone

M3 SMART provides 3G (HSDPA) network features.

You can either go to Start->Phone or simply press ‘Send’ button on home screen
to enter Phone menu.

Friday
January 01, 2010

Phone off
: OFf

1 Weicemai

e ————
1 Tabcl [ defa -

e
ghi4 ikl 5

farmation

r|'|r||:|6 Speed Dial

ﬁ ] e ——
pOrs [ Call History

" ™5 # It Talk

Contacts

- Press (@) button to hide number pad.
r=
- Press (ﬂ::_']) button to enter menu.

- Press (@) button to exit phone menu and return to today screen.

1. Phone is an optional module.
2. Make sure phone is on before you make a call or data transfer over
the network

For GPRS setting, please refer to M3 FAQ document ‘GPRS Settings’ section.
FAQ Download
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3.5 Scanner

M3 SMART provides 1D or 2D scanner as an optional module. Please contact your
local distributor for scanner options.

3.5.1 Scanner basics
M3 Mobile provides two types of scanner program:
1. ScanEmul Keyboard wedge application which sends barcode data.

2. ScanTest Used as scanner demonstration or quick tests.

When ScanEmul is running scanner icon ( ) will appear on task bar.

@ 1. While ScanEmul is running, ScanTest cannot be used and vice versa.
2. Imager and Camera cannot run at the same time.

For detailed description of scanner application, please refer to Application Manual.
Application Manual Download

3.5.2Scanner use

Press scanner button toward to barcode you want to read.

4'5g3\
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Make sure the laser beam covers whole barcode to read data properly.

R JARRRIERH

o X

<1D Scanner>

[ @] | ﬁ & |

| [ElAva | [Hlmia
o X

<2D Imager>

1. Do not stare into beam.
2. Use of control of adjustment or performance of procedures other

& than those specified herein may result in hazardous radiation
exposure.

3. Compliance with 21 CFR 1040.10 and 1040.11

Application usage



3.6 Wireless LAN

3.6.1 WLAN configuration

How to connect

WLAN icon (E / Q) on task bar indicates with WLAN is on or off respectively. If
WLAN is off, click on the icon and Select ‘WLAN Insert’ to turn on WLAN module.

Then, WLAN status icon (n) will appear on the task bar. Click on the icon to launch
Summit Client Utility (SCU).

@ I E 1251

G Friday, January D7, 2011

) NosIM
3 Off 1
L

@ Getting Started

@ X E 1255
G Friday, January D7, 2011
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® Getting Started

Friday, January 07, 2011
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E3: Off
Getting Started
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To connect to an AP, follow steps below.

i.  Choose ‘Scan’ from ‘Profile’ tab of SCU.

summit Client Uti @ &% Y. fZ @ 216

summit Client Uti @ &% Y 2 @ 216

summit Client Uti @ &% Y 2 @ 917

Edit
Profile; [2=falt ] spc 55D [rest [5ecus
46 true
Disable Radio | MNew ||Rename||DeIete || Scan | diink 55 true
Radio: OF_Motorola_30 95 true
sctive Profile: |EEER A | 7 Kevin_Test 53
Jin_Test -61 true
Status: Mot Associated OF_M3_0A BG_W.. -69  true
Radio Type:  ABG | gE_mE_QﬁTG ';5 l:rue
ion: : ronbile: B (il =]
Reg. Domain:  Worldwide |incrypt|on. LI RAP Type: LI = =
T one 7| |None v Configure Refres|
suta Profier () On @ Off | g | |
Driver: v3.03.09  SCU: v3.03.09 |W='c-" keys/PSKs || Credentials |
About 5CU Save Changes:
Tain _: ProFiIe_:' Status | Diagsj Glabal f

ii.  From the AP list, click on the target SSID and Configure to access. Enter
secure codes if applicable.
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ummit Clien i i — 3 ummit Clien ., — ]
summit Client Uti @ &% Y 2 @ 917 B tclient U @ o ¥ ofZ @& 12:57

Enter 10 or 26 Hex digits (A-F, 0-3)
S51D RSSl | Secure | OR enter 5 ar 12 ASCI characters,
| Ty Key
(7‘) Create a new profile? ® 1 | |
b SSID: Kevin_Test Oz
Encryption: Mone
E&P Type: Mone (3
You may be prompted to (14 | |
enter
credentials or keys. | oK | | Cancel |
E Yes ] [“no | [cancel) 123(1[2[3]4[5][6][7[8[9]0]-[=[«
Tab[a[wle[r[t]y[ui[o][p[[]]
n caPlasfalfla[h[ilk[1]:["]
[. [/«
<=

ili.  Once a profile is created, click ‘Commit’ to save the profile and move to the
main tab to change the active profile.

summit Client U @ oF ¥ fZ @ 12:57 summit Client U @ oF ¥ fZ @ 12:58
Edit

Profie: [3F_Motorola_30 "] Spc ’

| New ||Rename| |Delete || Scan | SUMMIT

uuuuuuuuuuuuuuuuuu

Radio:

[ OF_Matarala_30 Active Profile:

Status: Associated

Radio Type: ARG

Feg. Domain:  FCC

auto Profies () On (@) OFf List
| WEP keys/PSKs || | Driver: ¥3.03.09  SCU: v3,03.09

Save Changes: Ij‘ About SCU

Main  Profile | Status | Diags | Global

Encryption: ] EAP Type:
[wep [] [are -]

Main | Profile | Status | Diags | Global

iv.  Check the connection status to ensure it is connected properly.

drop. However, upon wake up, it will automatically re-connect to the AP

'/, Entering sleep mode while the WLAN is connected will cause connection
‘
within 10 seconds.
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4. Advanced usage

4.1 Software development kit (SDK)

M3 Mobile provides SDK to software developers to help them with their development.
Supported development tools

® Visual Studio 2005 (8.0) (.NET Framework 2.0) or higher
Visual C++, Visual C#, Visual Basic .NET

Development System Requirements
® Pentium compatible 500MHz processor or better
® Microsoft Windows 98 / ME / 2000 / 2003 / XP
® ActiveSync

Development Platform Requirements

® Windows Mobile Platform SDK must be installed on your computer to be able
to develop software using this SDK.

4.1.1 SDK Package

M3 Mobile provides SDK as a package for each product. For M3 SMART, software
developer should download M3 SMART SDK package.

In the package the following are included:

i. SDK for each module
: Bluetooth, Camera, GPS, Camera, Scanner

ii.  Sample test program for each module.

iii.  SDK Manual
. Introduction, Tutorial, Sample sources, References

Advanced usage



4.1.2 OS Update

To improve the performance and quality of the product, M3 Mobile can release later
version of OS than the one that are currently installed on your device.

To check OS version of your device, please go to
Start - Settings 2 System - Device Info and check OS Version.

Device Info ".','," ) < & 12:59

Device Information

Item | Description I A

Manufacture M3 Mokile Co,, Ltd
25 Wersion CISTGEO138EN |
Boot Yersion 1.1.2

CPL LIMETIC0AT
Clock Speed  UMKMOWN
R LIk
FAM LIk T

LUID Dewi,.. NOT-5ET
LUID Mersi,,, MNOT-5ET
LUID _WARIL.., MNOT-5ET
LUID _OEM.,. NOT-5ET
Device Ser,,, MOT-SET

Swstem | Software Hardware_

The latest officially version of OS can be checked on M3 Mobile support webpage.
M3 SMART provides 2 ways of updating the OS:

i.  Using MicroSD (2GB or less)

ii.  Using cradle with USB connection

For detailed description of OS update method, please refer to M3 FAQ document ‘OS’
section. FAQ Download
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4.1.3 Key customization

M3 SMART provides freedom to user with key customization.

| S P
Side Scan o Side Scan
o——— Right Down
Volume -
D)
;x —— Function
Soft Key 1 =N E=IE Soft Key 2
gend < > C End
can
i
--

Key customization can be done in 3 ways:

i.  GUI method
[Start] = [Settings] = [Personal] - [Buttons] - [Side Key Setting]

.. € Program Buttons ) upfD...

1. Select a button:

Button

Assignment

Camera

¥Scanner  <Context Mens

2. Assign a program:

Carmera a
\ \
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Left Diovan Side Scan Right Doven

Default B Wi_Fl4 BVK_RETLB

@ Only Use Send(End ke

SOFT1 SCAM SOFT2

Diefault BDeFault |Default EI

ii.  M3.ini, Visual INI
iii.  Changing registry

In fact, with alpha-numeric version, all physical buttons except the power button are
customizable with registry change method.

Please refer to M3 FAQ document ‘Keypad’ section for more details.
FAQ Download
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5. Etc

5.1 Specification

Physical Characteristics

Wireless radio options

Dimension 69 x 141.6 x 19.7 mm 2G Network
GSM(850/900/1800/1900 MHz
(W x H x D) 2.7 x 5.5 x 0.7 inch WWAN ( )
2920/ 7.8 3G Network HSDPA
Weight “c9/ 1.8 02 (800/850/1700/1900 MHz)
(including battery)
WLAN IEEE 802.11 a/b/g
Disola 2.8" QVGA TFT LCD, 240 x 320
s pixels WEP, WPA, WPA2, TKIP, AES,
Battery Li-ion, 3.7 V, 2,200 mA Security EAP-FAST, EAP-TLS, EAP-TTLS,
PEAP-GTC, PEAP- TLS, PEAP-
MSCHAPv2, LEAP, CCXv4
WM Class I, v2.0
PR Bluetooth
Performance Characteristics CE Class I1, v2.1
GPS AGPS

Multi-processor

CPU Samsung S5PC100 833MHz

Radio ARM9 series

oS Windows Mobile 6.5 General options
RAM 256MB Scanner 1D/ 2D
Memory ROM 512 MB, up to 2GB Camera 3.2 MP AF
Cgrd Slot Alpha-Numeric
Micro SD, up to 32 GB Keypad
. QWERTY
Interface USB Host 1.1 / Client 1.1

User Environment

Operating

-20~60 °C / -4~140 °F
Temperature

Storing

-30~80 °C / -22~176 °F
Humidity 93% non-condensing
Drop test 1.2m / 4ft.
IP rating IP54

Etc

Certification

(@)

ﬁ§| &Y WindowsCE €)Bluetooth

SUMMIT



5.2 Services

If you experience any trouble while using our product, you can visit M3 Service
center or send enquires to our online support web page
(http://support.m3mobile.co.kr), we will do our best to solve your trouble as soon as
we can.

M3 FAQ document can help you with troubleshooting.

For any enquires about business program, please contact program provider for faster
service.

5.2.1 Contact details

Headquarter

M3 Bldg., 735-45, Yeoksam-Dong, Gangnam-Gu, Seoul, 135-080, Korea
Tel: +82 2 574 0037 Fax: +82 2 558 1253

www.m3mobile.co.kr, sales@m3mobile.co.kr

Service Center

Chun-ui Techno Park 201-610, 202, Chunui-Dong, WonMi-Gu, Buchoen, Gyeonggi-Do,
420-857, Korea
Tel: +82 32 326 0030, Fax: +82 32 623 0035

Online Support Web page

http://support.m3mobile.co.kr

M) MOBILE

Your Best Mobile Business Partner


http://support.m3mobile.co.kr/
http://www.m3mobile.co.kr/
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